
2004 ACCESSORIES & EQUIPMENT

Security & Locks - Forenza 

GENERAL DESCRIPTION 

POWER DOOR LOCKS DESCRIPTION 

The power door locks use a solenoid that is contained in each door lock assembly. The door locks are activated 
by the actuator on the inside door handle or by the lock cylinder on the driver's side door only. When the 
driver's side door is locked or unlocked by the actuator or the lock cylinder, all doors are locked or unlocked 
accordingly. 

DOOR LOCK STRIKER DESCRIPTION 

The front and the rear door lock strikers each consist of a striker with two screws threaded into a floating cage 
plate in the B-pillars and the C-pillars. The door is secured in the closed position when the door lock fork snaps 
over and engages the striker. 

CHILDPROOF REAR DOOR LOCK DESCRIPTION 

The childproof rear door locks help prevent passengers, especially children, from opening the rear doors of the 
vehicle from the inside. 

To activate the locks, move the levers of both rear doors to the lock position. Then, close both doors. The rear 
passengers will be unable to open the doors from inside of the vehicle. 

To deactivate the locks, unlock the door from the inside of the vehicle and open the door from the outside. 
Move the lever to the unlock position. The rear door will now work normally. 

REMOTE KEYLESS ENTRY AND ANTI-THEFT SYSTEM DESCRIPTION 

The remote keyless entry and anti-theft system can perform the following functions: 

z Remotely lock and unlock the vehicle doors by means of a hand-held, high-frequency transmitter.  
z Sense intrusion into the vehicle.  
z Activate a warning in the event of an intrusion.  
z Help the driver find the vehicle in a parking area.  
z Automatically re-lock the doors if the door or the trunk is not opened within 30 seconds after the vehicle 

has been unlocked by the remote keyless entry.  
z Communicate serial data to a scan tool to help diagnose system faults.  

The remote keyless entry and anti-theft system consists of the following components: 

z Keyless entry and anti-theft control module/receiver. 
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z Security indicator.  
z Trunk open switch.  
z Trunk tamper switch.  
z Front door tamper switches.  
z Door contact switches.  
z Central door lock relay.  
z Turn signal bulbs.  
z Siren.  
z Hood open switch.  

Remote Locking and Unlocking 

The hand-held transmitter locks and unlocks the vehicle doors by sending radio waves to the control 
module/receiver in the vehicle. The effective range of the transmitter varies between 5 and 10 meters, 
(approximately 16 to 32 feet), depending on whether or not objects, such as other vehicles are blocking the path 
of the radio waves. 

The transmitter has a LOCK button and an UNLOCK button which only function when the ignition is OFF. 
Pressing the UNLOCK button has the following effects: 

z The doors are unlocked.  
z The turn signal bulbs flash twice.  
z The control module is disarmed.  

Pressing the LOCK button has the following effects: 

z The doors are locked.  
z The turn signal bulbs flash once.  
z The control module is armed.  

The transmitter has a replaceable battery. The battery is designed to last at least two years before replacement is 
necessary. 

Security Indicator 

There is a security indicator on the instrument panel. After the LOCK button of the transmitter is pressed, the 
module is placed in the armed mode, and the security indicator flashes. The security indicator turns ON for 0.1 
second and OFF for 0.7 second. If then flashes at that frequency until the control module/receiver is disarmed. 

Intrusion Sensing 

The anti-theft function is armed if the transmitter sends the LOCK message to the control module/receiver when 
the ignition is OFF. When the hood, door, or trunk is opened, the hood open, door contact, or trunk open switch 
sends a "ground" signal to the control module/receiver. Unless the control module/receiver is disarmed, the 
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siren will be activated when the "ground" signal is received from the trunk open, hood open, or door contact 
switches. 

The following actions disarm the anti-theft system: 

z An UNLOCK message is received from the transmitter.  
z Key operation is detected by the tamper switches. (The tamper switches are operated by the lock cylinders

in the front doors and trunk.)  

The alarm will also be activated if the control module/receiver detects voltage from the ignition before either of 
the following conditions occur: 

z An UNLOCK message is received from the transmitter.  
z Key operation is indicated by the tamper switches.  

Siren 

The remote keyless entry system is armed when the LOCK message is received from the transmitter when the 
ignition is OFF. When the system is armed, it will activate the siren and flash the turn signals for 28 seconds if 
any of the following conditions occur: 

z Close all the windows.  
z Turn the ignition key to LOCK and remove the key.  
z Have all passengers get out of the vehicle.  
z Close all doors, the hood and the trunk lid.  
z The control module/receiver detects ignition voltage while the system is armed.  

The siren will not operate if any of the following conditions occur after the system has been armed: 

z The door is opened with the key.  
z The trunk is opened with the key.  
z The UNLOCK or LOCK button on the remote transmitter is pressed within 2 seconds after the siren is 

activated.  

Vehicle Locator 

The remote keyless entry system assists the driver in locating the vehicle. When the vehicle is unlocked with the 
remote control, the turn signals flash twice to indicate the location of the vehicle. The duration of the flashes 
and the length of time between flashes is used to indicate certain vehicle conditions. Refer to Fault or Alarm 
Indication . 

Autolocking (Safety Lock) 

The remote keyless entry system features an autolocking feature. If the doors are unlocked with the remote 
transmitter when the control module/receiver is in the armed mode, the doors are automatically re-locked after 
30 seconds unless any of the following events occur:
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z A door is opened.  
z The ignition is ON.  
z The trunk is opened.  
z The hood is opened.  

Control Module/Receiver 

The remote keyless entry control module/receiver is contained in the floor console. The module/receiver 
processes signals from the remote transmitter and various switches. It activates the alarm if an intrusion is 
detected. The control module/receiver also has a self-diagnostic function which will display trouble codes. In 
order to display trouble codes, a scan tool must be connected to the data link connector (DLC). 

The control module/receiver will not communicate with transmitters from other vehicles because there are over 
four billion possible electronic password combinations. It is highly unlikely that any transmitters will use the 
same password. The control module/receiver has an attached antenna to detect signals from the transmitter. 

Fault or Alarm Indication 

When the UNLOCK button on the remote transmitter is pressed, the control module/receiver will flash the 
parking lights to indicate information about the remote keyless entry and anti-theft system. 

Normal Condition: If there has not been an intrusion, and no fault has been detected, the control 
module/receiver will signal a normal condition when the UNLOCK button is pressed. The parking lights will 
flash twice for 0.5 second, with a 0.5 second pause between flashes. 

Fault Indication: If there is a fault in the remote keyless entry and anti-theft system, the control 
module/receiver will signal the fault when the UNLOCK button is pressed. The parking lights will flash twice 
for 1 second, with a 0.5 second pause between flashes. 

Alarm Indication: If there has been an intrusion since the last time the LOCK button was pressed, the control 
module/receiver will signal that there has been an intrusion when the UNLOCK button is pressed. The parking 
lights will flash twice for 0.5 second, with a 1.5 second pause between flashes. 

Alarm and fault information will be erased the next time the transmitter arms the control module/receiver by 
transmitting a LOCK message. 

SCHEMATIC AND ROUTING DIAGRAM 

POWER DOOR LOCKS SYSTEM CIRCUIT WIRING DIAGRAM 
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Fig. 1: Identifying Power Door Locks System Circuit Wiring Diagram 
Courtesy of SUZUKI OF AMERICA CORP. 

REMOTE KEYLESS ENTRY AND ANTI-THEFT SYSTEM CIRCUIT WIRING DIAGRAM 
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Fig. 2: Identifying Remote Keyless Entry & Anti-Theft System Circuit Wiring Diagram 
Courtesy of SUZUKI OF AMERICA CORP. 

CONTROL MODULE/RECEIVER CONNECTOR 
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Fig. 3: Identifying Control Module/Receiver Connector 
Courtesy of SUZUKI OF AMERICA CORP. 

REPAIR INSTRUCTIONS 

FRONT DOOR LOCK REMOVAL AND INSTALLATION 

Removal 

1. Disconnect the negative battery cable.  
2. Remove the seal trim. Refer to DOOR SEAL TRIM REMOVAL AND INSTALLATION .  
3. Remove the screws and the front door lock.  
4. Disconnect the lock rods.  
5. Disconnect the electrical connector. 
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