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ESD and Handling Cautions 
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The DMD IC is  sensitive to static discharge.  Please take the proper precautions when handling the de-
vice. 

 Use properly grounded ESD wrist strap when handling the device. 

 Do not place tape, labels or marking on the DMD glass or on the back gold contacts of the DMD. 

 Always hold the DMD with 2 hands away from the body and with a firm grip.  Handle gently. 

 Do not allow any object to come in contact with the glass or the pins of the DMD device. 

 Handle only in a static and dust free environment. 

 Do not touch the leads or contacts.  Handle the DMD device by the package edges only. 

 Clothing other than approved conductive or static-dissipative garments shall not be allowed within 12 inches of 
any DMD which is not protected in an appropriate conductive container. 

Cleaning of the DMD device is not recommended.  If however it becomes necessary please take the follow-
ing precautions: 

 Always use a new section of a Microfiber Optical Cleaning Cloth, Optical Cleaning Pad, or Cotton Swab, when 
cleaning the DMD glass.  Using the same section of the Cloth (or Swab) has the potential of dragging particles 
and or adding contaminants to the glass surface which may scratch the glass.  Scratches are permanent and 
can cause projected image artifacts. 

 Follow standard ESD guidelines. 

 Dust and light oils can be cleaned off with a Microfiber Cleaning Cloth or Pad. 

1. 1st try Forced Ionized Air.  Air must be clean and filtered. 

2. Next use a Mircofiber cloth and start in the center of the DMD glass window, wipe lightly toward the outer 

edge with one continuous stroke.  Rotate the DMD 180 degrees and obtain a clean area of the cloth.  Again, 

start in the center of the DMD and wipe towards the outer edge with one stroke. 

3. If 1 and 2 do not clean the IC, then an Optical Cleaning Pad that uses Isopropyl Alcohol with prepackaged 

DI water can be used.  As with the above step, start in the center and wipe toward the outer edge with one 

stroke. 

Notes/Hints: 

 This is a guide and not a step by step instruction. 

 Recommended tools: Phillips hand driver, small sized flat head driver, ESD wrist strap, mirror or live 
video camera, pliers. 

 Use masking tape and a marker to mark the original position of the Formatter board. 

 Open engine in as dust free environment as possible, once the Formatter board is removed cover the 
engine block with a clean microfiber cloth. 

 For best results adjust electronic geometry before you remove the engine.  This will give a better guide 
when setting the Formatter position. 

 Make a note of which type screws are used in which locations. 

 Do not use DarkChip3 in a TV that was manufactured with DarkChip4. 

 Do not let engine run with DMD fan removed for longer than 10minutes. 

 V43 and V45 adjustment can be made with the rear shield installed.  Just loosen the adjustment screws 
though the shield holes. 
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Disassembly 
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Use locking 

mechanism 

to remove/ 

install the 

DMD. 

DMD Installation 

On some models where the Formatter Board connects 

directly to the engine block you can place masking tape 

from the board to the block on 4 sides.  Use a marker 

to draw a straight line and then cut with a razor.  After 

new DMD is installed, match the lines on the 

tape. 

Remove shield, hood and colorwheel lead-connectors. 

Remove Formatter board 

screws. 

Each model is different, but the same basic principal 

below applies to all. 

The most common error during  

installation is not seating or 

locking the DMD IC properly. 
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With the DMD installed and 

locked, reinstall the shield back 

onto the Formatter Board. 

The screws that connect the board to the engine block will 

have some position variance.  This position will effect the 

video geometry. 

Connect the heat sink before doing adjustment.  Make 

sure not t0 over-tighten the screws.  Position of the heat 

sink will not effect geometry unless over-tightened. 
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Add new Thermal Pad (included) to bottom of heatsink. 

If doing replacement for Mitsubishi concession (involves warranty 

claim), write down the serial number of the defective (original 

DMD IC in the unit). 

Serial number is 15 characters 

including a space in the middle. 

Destroy the original DMD IC by 

bending the pins with a pair of 

pliers. 

Heatsink 

Thermal Pad 
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Formatter Adjustment 
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Adjust Vertical 

Centering 

Adjust Horizon-

tal Centering 

Adjust Rotation 

Position the Formatter board for best geometry.  Minor movements in position can create large move-

ments on the screen.  For best results partially tighten the adjustment or board screws before making the 

adjustment.  Board movement is opposite of on-screen movement. 
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