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16x16 ‘Quad-Mod’ Transmission Error Codes

Error Fault Condition Priority Disable Display
Code Trans Mode
E21 Chassis harness disconnected 1 Disable Latched
E34 Fuse 13 blown (Note: Will not be displayed) 2 Disable Latched
E53 5 Volt Reference failed, shorted to 12 volts 3 Disable Latched
E54 5 VoIt Reference failed, shorted to ground 4 Disable Latched
E12 Clutch pedal potentiometer signal too high 5 Disable Latched
Ef1 Clutch pedal potentiometer signal too low 6 Disable Latched
E3% C4 clutch solenoid open circuit 7 Disable Latched
E38 C4 clutch solenoid short circuit 8 Disable Latched
E41 C3 clutch solenoid open circuit 9 Disable Latched
E40 C3 clutch solenoid short circuit 10 Disable Latched
E43 C2 clutch solenoid open circuit 1 Disable Latched
E42 C2 clutch solenoid short circuit 12 Disable Latched
E45 C1 clutch solenoid open circuit 13 Disable Latched
E44 C1 clutch solenoid short circuit 14 Disable Latched
o3 Wheel speed too high for creeper gear 15 Recover | Latched
HC Range shift to high with creeper engaged 16 Recover | Latched
E37 Clutch disconnect switch open circuit 17 Recover | Latched
CP Depress cluich pedal to enable transmission 18 Recover | Latched
E46 Fuse 12 blown 19 Enabled | Latched
E47 Clutch disconnect switch misadjusted high 20 Enabled | Temp
E48 Clutch disconnect switch short circuit

misadjusted, always closed 21 Enabled | Temp
E51 Transmission temperature sensor open circuit 22 Enabled | Latched
E52 Transmission temperature sensor short circuit 23 Enabled | Latched
E24 All clutches not calibrated 24 Enabled | Latched
EC4 C4 clutch not calibrated 25 Enabled | Latched
EC3 C3 clutch not calibrated 26 Enabled | Laiched
EC2 C2 clutch not calibrated 27 Enabled | Latched
ECH C1 clutch not calibrated 28 Enabled | Latched
Ei6 Creeper solenoid open/short circuit, or

attempt was made to engage creeper after

prior creeper error 29 Enabled | Temp
E15 High/low range lever switches both on 30 Enabled | Temp
E14 1-4/5-8 Range lever switches both on 31 Enabled | Temp
E13 Up and down switches both on 32 Enabled | Temp
E49 Wheel speed sensor circuit open or short

circuit 33 Enabled | Temp
E26 Engine rev/min speed too high 34 Enabled | Temp
E27 Engine rev/min speed too low 35 Enabled | Temp
H Clutchless shuttle operation attempted at too

high a speed and in too high a gear 36 Enabled | Temp

Error Code Table Explanations:

Priority — The error codes are listed in a priority order. Number 1 priority being the most
serious fault and number 36 being considered the least serious of errors, i.e, if
more than two errors occur the highest priority error will be displayed.

Disable Trans — Tnis column of the table indicates whether the transmission is either disabled,
i.e, not allowed to function, enabled, i.e, there is a fault within the transmission
but it is still allowed to function, or the fault is Recoverable, i.e, performing a
specific operation will clear the error code and recover the tractor.

Display Mode — This refers to the instrument panel display. Latched means that the error code
will remain displayed until the fault is rectified. Temp (Temporary} means the
error code will display temporarily and will then extinguish, but will be storedin
the error code memory for retrieval at a later stage.
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