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[WARNING: WHEN THE ENGINE IS OPERATING, DO NOT STAND IN A| an
DIRECT LINE WITH THE FAN. DO NOT PUT YOUR HANDS NEAR THE|
PULLEYS, BELTS OR FAN. DO NOT WEAR LOOSE CLOTHING.
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No — GoTo 4

[Turn tho igaiton ot a
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WARNING: WHEN THE ENGINE IS OPERATING, DO NOT STAND IN A|
IDIRECT LINE WITH THE FAN. DO NOT PUT YOUR HANDS NEAR THE|
[PULLEYS, BELTS OR FAN. DO NOT WEAR LOOSE CLOTHING.

Wit tho engine running ot normal opeatin tomperature. monitor the DRBIII®
purametces related to the DTC while wigglog the wiring harnoss. Look for paraay
o valuss to hange andor u DTC (0 36t

[Roview the DRBIIL® Freese Frame information. 1€ possible, ty to dupliate thl
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Reer ta any Technica Service Bulleing (TS that may spply:

Visually inspect the related wiring harmess.
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Vieually inspect the related wiring harmess conecors.

Lok forbroken, bnt, pushed ou,or corroded erminals.
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Yes - Repaie as necesary
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Test 10

SYMPTOM
     P0132-1/1 O2 SENSOR SHORTED TO VOLTAGE

WHEN MONITORED
     With battery voltage greater than 10.4 volts, engine running for more than 4 minutes and coolant temperature above 180 °F.

SET CONDITION
     The oxygen sensor voltage is above 1.5 volts.

POSSIBLE CAUSES
  -  O2 sensor operation
  -  O2 sensor signal shorted to voltage
  -  O2 sensor signal circuit shorted to ASD relay output (O2 heater supply circuit)
  -  O2 sensor signal open
  -  O2 sensor ground circuit open
  -  O2S heater supply circuit open
  -  O2 sensor heater ground circuit open
  -  Intermittent condition
  -  PCM
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