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s Network Connections

Brent Woolverton
Tech Support Specialist

Excellent. This means that we have a solid network connection. Please type "Network'in the start menu and select the 'Network
and Sharing center’ Once this has loaded, please select 'Change Adapter Settings'. Now that a new page has loaded, you will
Right click on 'Lan adapter' or "Wireless Adapter’ depending upon if you are connected by network cable or wireless respectively.

Select properties

Now that the new dialog box is open, double click on the option that says IPv4. An option should now be available for setting a
static dynamic DNS. Select that radio button and input for the primary DNS 8.8.8.8 and the secondary DNS 8.8.4.4. Please click ok
until you are back to the Change Lan Adapter page and test your network Internet via a browser. Please advise me if your results.

| did the last thing but it said it needs at least one IP address.
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Intemet Protocol Version 4 (TCP/IPv4) Properties
@ Ethemet Properties X
General
Networking
q You can get IP settings assigned automatically if your network supports
Connect using: this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.
(5 Reskek PCle GBE Famiy Controler =
Obtain an IP address automaticall
OL& the following IP address: !
This connection uses the following tems: © oSt
1 %53 AppEx Networks Accelerator ~ 1P address:
¥l s Microsoit LLDP Protocol Diiver Subnet mask:
¥l s Intemet Protocol Version & (TCP/IPvé)
Ml . Link-Layer Topology Discovery Mapper /O Driver Defauit gateway:
[ . Microsoft Network Adapter Mutiplexor Protocol
My Intemet Protocol Version 6 (TCP/IPvE) Obtain DN ddress aut
M g Link-Layer Topology Discovery Responder v (@ Use the following DNS server addresses:
< >
Preferred DNS server: 8 . . 8
Install. Uninstall Properties Alternate DNS server: 8.8 .4.24]
Description
Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication [ validate settngs upon exit Advanced...
across diverse interconnected networks.
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